PDS205-0114
Tone Table for I.S. Sounder and I.S. Sounder Beacons
Iltem No 205-0111, 205-0114, 205-0115, 205-0116

Stage 1 Frequency Description Stage 2 Stage 3

Tone 2 800/1000Hz @ 0.25 sec Alternating Tone 17 Tone 5

Tone 4 800/1000Hz @ 1Hz Sweeping Tone 6 Tone 5

Tone 6 2400/2900Hz @ 7Hz Sweeping Tone 7 Tone 5

Tone 8 500/1200/500Hz @ 0.3Hz Sweeping Tone 2 Tone 5

Tone 10 2400/2900Hz @ 2Hz Alternating Tone 7 Tone 5

Tone 12 800/1000Hz @ 0.875Hz Alternating Tone 4 Tone 5

Tone 14 800Hz 0.25sec on, 1 sec off Intermittent Tone 4 Tone 5

Tone 16 660Hz 150mS on, 150mS off Intermittent Tone 18 Tone 5

Tone 18 660Hz 1.8sec on, 1.8sec off Intermittent Tone 2 Tone 5

Tone 20 660Hz Continuous Tone 2 Tone 5

Tone 22 544Hz @ 0.875 sec. Intermittent Tone 2 Tone 5

Tone 24 800/1000Hz @ 50Hz Sweeping Tone 29 Tone 5

Tone 26 Bell Tone 2 Tone 15

Tone 28 440Hz Continuous Tone 2 Tone 5

Tone 30 300Hz Continuous Tone 2 Tone 5

Tone 32 Two tone chime. Tone 26 Tone 15

Tone 34 1000 & 2000Hz @ 0.5 sec Alternating - Singapore Tone 38 Tone 45

Tone 36 500-1200Hz 3.75sec /0.25sec. Australian Evac. Tone 35 Tone 5

Tone 38 2000Hz Continuous Tone 34 Tone 45

Tone 40 544Hz (100mS)/440Hz (400mS) - NF S 32-001 Tone 31 Tone 27

Tone 42 Motor Siren - slow rise to 800 Hz Tone 2 Tone 5

Tone 44 Motor Siren - slow rise to 2400 Hz Tone 2 Tone 5

Tone 46 1200/500Hz @ 1Hz - DIN/ PFEER P.T.A.P. Tone 47 Tone 37

Tone 48 420Hz @ 0.625 sec Australian Alert Tone 49 Tone 5



